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LIGHT SOURCE
Type

Strobe
Wash

White Flash LED
40 W RGBL Wash LED

Count
Strobe
Wash

120
18

TLCI (Wash) 90 @ 6,500 K 
75 @ 3,200 K

TM-30-15 Rf/Rg
(Wash)

87/105 @ 6,500 K 
85/110 @ 3,200 K

Duv perfect white point 
match low Duv values

OPTICAL SYSTEM
Wash Color 
Output up to 18,700 lm

Output Strobe up to 66,400 lm

Total Output 
(Strobe+Wash) up to 85,100 lm

Beam Angle 
(without filter)

Strobe
Wash

140°/45° (field) 
10° (beam)

EFFECTS
Color mixing RGB, RGBL, x;y

CTC 2,500 – 10,000 K

CQC High Output (HO), 
High Quality (HQ), 
Desaturation

Magenta/
Green-Shift yes

Tungsten  
Simulation 8 selectable curves

Pattern Effects 50 dynamic pattern 
macros with special 
effects

Color Mix 
Priority

different Layer  
Priority settings

ELECTRICAL SPECIFICATIONS
Power (@ 230V) 1,100 W

DIMENSIONS & WEIGHT
Height  
(bracket  straight up) 361 mm / 14.21 in

Height  
(bracket vertical) 300 mm / 11.8 in

Width  
(across head) 206.3 mm / 8.12 in

Depth with 
filter frame  
(bracket straight up) 400 mm / 15.75 in

Weight (netto) 22.5 kg / 49.6 lbs
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