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LIGHT SOURCE
Type OSRAM Lok-it! 

1400/PS Brilliant 

Lifetime 750 h

Color 
temperature 6,000 K

CRI (Ra) 95+

TLCI 95+

CQS 95+

TM 30-15 Rf 90+ / Rg 95+

OPTICAL SYSTEM
Total Output 23,000 lm

Min. Zoom 4° beam angle

Max. Zoom

Zoom Ratio 1:7

Focus
motorized

Output Lens 
Diameter 230 mm / 9 in

MOVEMENT
Pan 670°

Tilt 264°

EFFECTS

Dimmer 0 –100 % electronic 

Shutter electronic

Framing 
Module

+/- 45° framing 
module rotation, 
4 individually full 
closeable blades, 

+/- 30° blade 
adjustment

Color Wheel 01
open, indexing, 

continuous

Color Wheel 01
open, indexing, 

continuous

Color mixing CMY, independently 
variable 0 – 100 %

ELECTRICAL SPECIFICATIONS
Power 
(Watt @ 230V) 1,400 W

DIMENSIONS & WEIGHT
Height 
(Head straight up) 724 mm / 28.6 in

Height 
(Head vertical) 773 mm / 30.5 in

Width 
(across Head) 492 mm / 19.4 in

Depth 
(Head straight up) 773 mm / 30.5 in

Weight 29.5 kg / 65.1 lbs

HIGHLANDER WASH
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