
No responsibility taken for misprints, errors and technical changes. Technical drawings and product depictions are representative only and can vary from the 
original items. Technical data is subject to change without notice as a result of product modification. Subject to our general terms and conditions. 
© GLP German Light Products GmbH | Industriestr. 2 | 76307 Karlsbad | Register court: Mannheim | Trade register (HRB): 361719 | CEO: Udo Künzler |  
Telephone: +49 (0)72 48 / 927 19 - 0 | Fax: +49 (0)72 48 / 927 19 - 30 | E-Mail: info@glp.de | Internet: www.glp.de

The FUSION MBL is a tunable white floodlight with an  
adjustable color temperature range from 2,700 to 6,500 Kelvin.  
Due to the fanless concept the MBL is the ideal general light 
for fairs, events, sports or show areas or in all sound sensitive  
areas. The MBL is classified according to IP65, therefore 
dustproof and also suitable for outdoor use. The integrated  
diffuser improves the lighting properties of the LED by reducing  
glare and providing a homogeneous visual impression.

Highlights are the direct selector switches for color tempe-
rature and brightness, which can be used to set the most  
important color temperatures and fixed brightness levels  
without current; ideal for simple Plug&Play applications.

DESCRIPTION

KEY FEATURES

LED LIGHT SOURCE
MBL 20: 270 Watt, MBL 40: 550 Watt

TUNABLE WHITE FLOOD LIGHT
2,700 to 6,500 Kelvin

IP65
suited for Outdoor use

IP65 Tunable 
White

RA
80+ 5 kg 10 kgDMX 200 

WATT
400 

WATT
DIM

DETAILS
Further information, pictures, and technical data as well as 
downloads for FUSION MBL at our website: www.glp.de

MBL 20: MBL 40:

FUSION MBL 20
Art. No.: 4900250

FUSION MBL 40
Art. No.: 4900251

FUSION MBL 20 FUSION MBL 40

FUSION MBL

GLP
INSTALLATION
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TECHNICAL DATA
LIGHT SOURCE
Type cW/wW LED

Power                                   
MBL 20                                       
MBL 40

270 W                                                       
550 W

Count                                   
MBL 20                                       
MBL 40

27 x wW, 27x cW                                                   
55x wW, 55x cW

CRI 80+

TM-30-15 Rf/Rg 80+ / 90+

OPTICAL SYSTEM
Beam angle 100°

CONTROL & PROGRAMMING
DMX Channels 2 | 5

Control Modes 2

ELECTRICAL SPECIFICATIONS
Max. Power                                   
MBL 20                                       
MBL 40

200 W                                                      
400 W

DIMENSIONS & WEIGHT
MBL 20
Height 270 mm / 106.3 in

Height with Bracket 370 mm / 145.7 in

Width 250 mm / 98.4 in

Depth 170 mm / 66.93 in

Weight netto 5 kg / 11.02 lbs

MBL 40
Height 380 mm / 149.6 in

Height with Bracket 482 mm / 189.8 in 

Width 320 mm / 125.98 in

Depth 217 mm / 85.4 in

Weight netto 10 kg / 22.04 lbs  

PRODUCT DESCRIPTION ART. NO.
Barndoor MBL 20 for FUSION MBL 20; 4-winged 4930160

Barndoor MBL 40 for FUSION MBL 40; 4-winged 4930161

Gel Frame MBL 20 for FUSION MBL 20; color: black 4930175

Gel Frame MBL 40 for FUSION MBL 40; color: black 4930176

AVAILABLE ACCESSORIES

FUSION MBL


